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Quality has a new name
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Climatic chamber CLIMAX

Phone

The new  Controller ECT-F

The temperature controller at the 
highest stage

0,1°C resolution

Menu with 5 language options

Self -monitoring on the main settings 
allows to  identify alarms and faulty 
conditions immedeately

Password to controll access  (User , 
Service staff )

Stop-on-door, Second cooling und 
advanced defrosting  allow an efficient 
managing of the defrost cycles, r educing 
thermal v ariations and consumption  

Reliable and secure storage of thrombocytes at 22°C

Door alarm

Temperature alarm

Alarm for faulty condenser

Alarm for faulty evaporator

Alarm for faulty sensors: Climax will 
work correctly in last settings until 
technical interference

RS 485 In/Out Interface

Memory of last 12 alarms  (oldest ones 
will be ov erwritten)

Constant monitoring and temperature 
tracking of the Climax (SD Card incl. 
Download interface softw are) 

Memory of all temperature and 
operation data for a period of maximum 
5 years 

Works also during power failure

2 Output Relais (dry contact)

Saves working status, open door logs 
and any change in parameter settings    

DMLP digital printer (chart recorder)

DMLP monitor and
DMLP digital printer

Climax 200

Agitator

Digital printer
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Framework:  lined with perimetrical 
rubber; external door handle

Produced of  chrome-plated steel

Stainless steel : as footprint for agitator

Temperature control  22 °C +/- 1 °C. 

Prepared inner wall : for taking-up of an 
external measurement probe

Integr ated temperature recording:  
including separ ate temper ature probe

Circulating air fan for fast assimilation 
of the desired temper ature

 

Provides exact 22°C for your 
platelets

CLIMAX 100, 150 and 200

Housing  consists of double-side epoxy 
laminated steel 

Isolation:  cavit y between two metal walls is 
coated with a 5 cm la yer of th e foam material 
polyurethane

Interior: consists of stainless steel (18/19 
AISI 304), exterior laminated in white

Hung-in glass door: triple isolation  glass 
embedded in aluminium fr ame

Small rolls  with fixin breaks

Electronically controled cooling and 
heating system

CLIMAX 100 CLIMAX 150 CLIMAX 200

External  60 x 61 x 85 cm 63 x 63 x 200 cm 120 x 62 x 200 
dimensions

Internal 41 x 49 x 44 cm 52,5 x 43 46 cm 110 x 40 x 43 cm
dimensions

Capacity 1 x Agitator 24/48 3 x Agitator 24 or 6 x Agitator 24/48 
3 x Agitator 48 od. 3 x Agitator 96

Options

Web light server allows access to the 
device from a computer and multiconnection 
of refriger ators

DMLP remote panel

DMLP PT100 Extension module

GSM Communication module (for sms 
communication) 
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